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BELT DRIVES

OPTIBELT WEDGE BELTS
optibelt RED POWER 3

Maintenance Free

' Up to 50 % more power
Up to 97 % efficient
Precision length tolerance

Premium quality as standard
Precise length tolerance

Up to 97% efficient

Available from

SPZ 1202 — SPC 10000

o
2
=

487 1112 1837 732 1482 2360 1250 4250 2000 i
512 1120 1850 757 1500 2382 1320 4300 2120
562 1137 1862 782 1507 2432 1400 4500 2240
587 1162 1887 800 1532 2482 1450 4560 2360
612 1180 1900 807 1557 2500 1500 4750 2500
630 1187 1937 832 1582 2532 1600 4820 2650
637 1202 1987 850 1600 2582 1700 5000 2800
662 1212 2000 857 1607 2607 1750 5070 3000
670 1237 2037 882 1632 2632 1800 5300 3150
687 1250 2120 900 1657 2650 1850 5600 3350
710 1262 2137 907 1682 2682 1900 6000 3550
722 1287 2150 932 1700 2732 2000 6300 3750
737 1312 2187 950 1707 2782 2020 6700 4000
750 1320 2240 957 1732 2800 2060 7100 4250
762 1337 2287 982 1757 2832 2120 7500 4500
772 1347 2360 1000 1782 2847 2150 8000 4750
787 1362 2500 1007 1800 2882 2180 5000
800 1387 2540 1032 1807 2932 2240 5300
812 1400 2650 1060 1832 2982 2280 5600
825 1412 2690 1082 1857 3000 2360 6000
837 1437 2800 1107 1882 3032 2391 6300
850 1462 2840 1120 1900 3082 2400 6700
862 1487 3000 1132 1907 3150 2500 7100
875 1500 3150 1157 1932 3182 2650 7500
887 1512 3350 1180 1957 3282 2680 8000
900 1537 3550 1207 1982 3350 2800 8500
912 1562 1232 2000 3382 2840 9000
925 1587 1250 2032 3550 2850 9500
937 1600 1257 2057 3750 2900 10000
950 1612 1272 2082 4000 3000 10600
962 1637 1282 2120 4250 3150 11200
987 1650 1307 2132 4500 3250 12500

1000 1662 1320 2182 3350

1012 1687 1332 2207 3450

1024 1700 1357 2232 3550

1037 1737 1382 2240 3650 . . .

1047 1762 1400 2289 3750 Optibelt pulleys available to suit

1060 1787 1407 2300 3800

1077 1800 1432 2307 4000

1087 1812 1457 2332 4050

Intermediate and longer lengths available
Also available in American standard 3V/5V/8V

%
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587
612
630
637
662

670
687
710
730
737

750
762
772
787
800

812
825
837
850
862

875
887
900
912
925

937
950
962
987
1000

1012
1037
1060
1077
1087

1112
1120
1137
1162
1180

1187
1202
1212
1237
1250

1262
1287
1312
1320
1337

1362
1387
1400
1412
1437

1462
1487
1500
1512
1537

1562
1587
1600
1612
1662

1700
1750
1762
1800
1850

1900
1950
2000
2120
2150

2240
2360
2500
2540
2650

2690
2800
2840
3000
3150

3350
3550

Ask us a question

OPTIBELT RAW EDGE COGGED BELTS
optibelt SUPER X-POWER M=S

Belt top surface/
cover tabric

Tension cord
low-stretch
polyester

CR/cushion compound

Belt base/

CR-compound with

transverse fibres

Moulded cogs

707
732
757
782
800

807
832
850
857
882

900
907
932
950
957

982
1000
1007
1030
1060

1082
1107
1120
1132
1157

1180
1207
1232
1250
1257

Also available in American standard 3VX, 5VX
optibelt SUPER TX Classical profiles available ZX, AX, BX, CX

1272
1282
1307
1320
1332

1357
1382
1400
1432
1450

1457
1482
1500
1507
1532

1557
1582
1600
1607
1632

1650
1682
1700
1732
1750

1757
1782
1800
1832
1850

Ideal for very high power drives

Cogging allows very small pulley diameters

Individually ground flanks for precise length tolerance

and smooth running.

Very low stretch / low maintenance

High temperature to 90°

Specify SUPER E-POWER for extreme temperatures

(-50°C to +120°C)

1882
1900
1932
1950
1982

2000
2120
2240
2360
2500

2650
2800
3000
3150
3350

3550

1250
1320
1400
1500
1600

1700
1750
1800
1850
1900

2000
2020
2120
2150
2240

2280
2360
2400
2500
2650

2680
2800
2840
3000
3150

3350
3550

2000
2120
2240
2360
2500

2650
2800
3000
3150
3350

3550
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OPTIBELT CLASSICAL V-BELTS
optibelt VB

P

A
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h [mm]

Premium quality as standard for reliability and long life.
Precision length tolerance means no matching required — *within indicated S=CPlus range.
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Z 20}:

Z21):
722
Z23

Z24
Z25
726
727
727},
Z28
Z 28):
Z29
Z 29},
Z 30
Z31
Z 31}
Z32
Z33
Z 33):
Z34
Z35
Z36
737
Z 38

722

732
747
752
772
787

797
822
842
847
872

887
897
922
947
972

290 Z 38,
315 739
375 Z 40
400 Z 40},
425 7 41

450 Z 41},
475 7 42
480 Z 43
500 Z 43}
515 7Z 44

525 7 45
530 Z 46
540 Z 46}
560 Z 47
575 7Z 48

600 Z 48}
630 Z 49
650 Z 50
670 Z 51
700 Z 52

710 Z 53
725 7 54
730 Z 55
750 Z 56
765 757

775 Z 58
800 Z 59
820 Z 60
825 Z 61
850 Z 62
865 Z 63
875 7Z 64
900 Z 65
925 Z 66
950 Z 67

997 975 768
1022 1000 Z 69
1038 1016 Z70
1052 1030 271
1063 1041 273

1072 1050 275

1082 1060 Z 78
1102 1080 Z79

1747
1772
1797
1822
1872
1922
1997
2022

1122 1100 Z 83, 2142

1142 1120 Z 88

1172 1150 Z 93
1187 1165 Z98
1202 1180
1216 1194
1237 1215

1247 1225
1272 1250
1292 1270
1317 1295
1342 1320

1368 1346
1393 1371
1422 1400
1444 1422
1472 1450

1497 1475
1522 1500
1546 1524
1572 1550
1597 1575

1622 1600
1648 1626
1673 1651
1697 1675
1722 1700

2262

2382
2522

1725 A16
1750 A18
1775 A19
1800 A20
1850 A21

1900 A22
1975 A23
2000 A23}
2120 A24
2240 A25
2360 A26
2500 A26):
A27
A27
A28
A29
A29}:
A30
A31
A31)
A32
A32),
A33
A34
A34),
A35
A35),
A36
A37
A37),
A38
A38)
A39
A40
A 40},
A41
A4},
A42
A 42},
A43
A43),
A44
A45
A45),
A46

437
487
510
538
565

590
605
630
640
660

680
700
716
730
740

760
780
797
805
830

843
855
871
880
905

919
930
944
955
980

995
1005
1030
1046
1060

1071
1080
1090
1105
1130

1135
1150
1173
1180
1198

407 A46/ 1210 1180 A

457 A47 1230
480 A47) 1245
508 A48 1250
535 A48} 1255
560 A49 1280
575 A50 1300
600 A51 1330
610 A52 1350
630 A53 1380
650 A54 1405
670 A55 1430
686 A56 1452
700 A57 1480
710 A58 1505
730 A59 1530
750 A60 1555
767 A61 1580
775 A62 1605
800 A63 1630
813 Ab4 1655
825 A65 1680
841 A66 1706
850 A67 1730
875 A68 1755
889 A69 1780
900 A70 1805
914 A71 1830
925 A72 1855
950 A73 1884
965 A74 1910
975 A75 1930
1000 A76 1960
1016 A77 1986
1030 A78 2010
1041 A79 2030
1050 A80 2062
1060 A81 2090
1075 A82 2113
1100 A83 2130
1105 A83): 2150
1120 A84 2164
1143 A84) 2180
1150 A85 2190

1168 A86): 2230

Also available in sections 5/6/8/20/25/D/E - see OPTIBELT catalogue for details

1200 A
1215 A
1220 A
1225 A

1250 A
1270 A
1300 A
1320 A
1350 A

1375 A
1400 A

22

14

87 2240
88 2270
89 2291
90 2316
91 2341

92 2367
93 2390
94 2418
95 2443
96 2468

97 2494
98 2530

1422 A100 2570
1450 A102 2621
1475 A104 2680

1500 A105 2697
1525 A107 2755
1550 A108 2773
1575 A110 2830
1600 A112 2875

1625 A114 2926
1650 A116 2976
1676 A118 3030
1700 A120 3078
1725 A124 3180

1750 A128 3280
1775 A132 3380
1800 A136 3484
1825 A140 3580
1854 A144 3688

1880 A148 3780
1900 A158 4030
1930 A167 4280
1956 A187 4780
1980 A197 5030

2000
2032
2060
2083
2100

2120
2134
2150
2160
2200

2210
2240
2261
2286
2311

2337
2360
2388
2413
2438

2464
2500
2540
2591
2650

2667
2725
2743
2800
2845
2896
2946
3000
3048
3150

3250
3350
3454
3550
3658

3750
4000
4250
4750
5000

S3NRA
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OPTIBELT CLASSICAL V-BELTS
optibelt VB

B23 610
B24 655
B25 670
B26 690
B26), 710
B27 726
B28 750
B29 765
B30 790
B31 815
B32 840
B32) 865
B33 876
B34 890
B34) 915
B35 929
B36 940
B37 965
B37) 990
B38 1005
B38) 1015
B39 1040
B40 1056
B40) 1070
B41 1080
B41) 1090
B42 1100
B42) 1115
B43 1130
B43) 1140
B44 1160
B45 1190
B45), 1203
B46 1215
B46) 1220
B47 1240
B48 1255
B48) 1265
B49 1290
B50 1315
B51 1340
B52 1360
B52) 1375
B53 1390
B53) 1400
B54 1412
B55 1440
B56 1462
B57 1490
B58 1513
B 59 1540

-

-
(LT ]

Available in most of the aforementioned constructions and sizes including:
RedPower 3 [SPB, SPC, 3V, 5V, 8V]
Standard wrapped Wedge [SPZ, SPA, SPB, SPC, 3V, 5V, 8V], Classical V [A,B,C,D, ]
Raw Edge Cogged [3VX, 5VX]

180
1200
1215
1225
1250
1275
1300
1320
1335
1350
1360
1372
1400
1422
1450
1473

1500

msssscs

B 60 1565
B 61 1590
B 62 1615
B 63 1640
B 64 1665
65 1690
66 1716
67 1740
68 1765
69 1790
69,1801
70 1815
71 1840
72 1869
73 1890
74 1920
75 1940
76 1970
77 1990
78 2021
79 2040
80 2072
81 2100
82 2123
83 2140

B
B
B
B
B
B
B
B
B
B
B
B
B
B
B
B
B
B
B
B 832160
B 84
B
B
B
B
B
B
B
B
B
B
B
B
B
B
B
B
B
B

96 2478
96!, 2490
97 2505
98 2540
99 2555
100 2580
B101 2605
B102 2640
B103 2656
B104 2690
B105 2707

B106 2740

1525 B107
1550 B108
1575 B110
1600 B112
1625 B114
1650 B115
1676 B116
1700 B118
1725 B120
1750 B122
1761 B124
1775 B126
1800 B128
1829 B130
1850 B132
1880 B134
1900 B136
1930 B138
1950 B140
1981 B142
2000 B144
2032 B146
2060 B148
2083 B150
2100 B151
2120 B152
2134 B154
2160 B155
2200 B156
2210 B158
2240 B160
2261 B162
2286 B165
2300 B167
2337 B173
2360 B175
2388 B177
2400 B180
2413 B187
2438 B195
2450 B197
2465 B208
2500 B210
2515 B220
2540 B236
2565 B240
2600 B248
2616 B264
2650 B276
2667 B280
2700

OPTIBELT KRAFTBAND

7040
7140

C43 1148

C51 1353
C52 1378

96
96,2508
97 2522
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C240
C248
C264
C270
C280
C295
C300
C315

Optibelt Kraftbands are precisely manufactured as complete units rather than by
fabricating from loose belts making them highly flexible and resistant to delamination.

Kraftbands are particularly well suited to drives with very long centre distances, high
shock loading or vibration or where the shafts are vertically orientated.
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210
213
225
240
246
249
252
255
267
276
282
285
288
291
294
300

312
319
318
330
333

339
345
357
363
366

Tooth height h, [mm]
Total belt thickness h_ [mm]
Tooth pitch t [mm]

384
390
420
426
435
447
462
474
480
486
495
501

513
519
522
525
531

537
558
564
570
582
597
600
606
615
633
669
675
711

738
804
816
843
882

888

1062
1569
1692

128
130
140
142
145

149
154
158
160
162
165
167
171
173
174

175
177
179
186
188

190
194
199
200
202
205
211
223
225
237
246
268
272
281
294
296
354
523
564

Ask us a question

OPTIBELT TIMING BELTS
optibelt OMEGA / optibelt OMEGA HP

Exceptional reliability and consistency

Runs perfectly in both standard HTD® & RPP® Pulleys

Unique low noise tooth profile

Up to 98 % efficient

OMEGA HP - High Performance, allows up to 2.5X power on standard pulleys
Also available in selected sizes 8M & 14M
OMEGA HL - for high shock load applications

OMEGA FanPower — Ultra high performance for fan drives in the petro/Chem industry

180
225
255
265
270
280
295
300
305
325
330
340
350
360
365

370
375
385
400
415
420
425
450
460
475

490
500
520
525
535
540
550
560
565
575

580
600
610
615
630
635
640
645
650
665

670

NN DNNNN— ———=—=0
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1.90
3.40
5.00

700
710
720
740
750
755
775
790
800
825

830
835
850
860
890
900
925
935
940
950
965
975
980
1000
1025

1035
1050
1100
1125
1135

1200
1270
1380
1400
1420
1425
1500
1595
1690
1790
1870
1895
2000
2110
2350

2525

5.60
9.50
14.00

140
142
144
148
150
151
155
158
160
165

166
167
170
172
178

180
185
187
188
190
193
195
196
200
205

207
210
220
225
227

240
254
276
280
284
285
300
319
338
358
374
379
400
422
470

505

S3NRA
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Ask us a question

OPTIBELT TIMING BELTS
optibelt OMEGA / optibelt OMEGA HP

288
352
376
416
424

480
512
520
560
576

600
608
624
632
640

656
680
712
720
760

776
784
800
824
840

848
856
880
896
912

920
960
976
1000
1040

1056
1064
1080
1096
1120

1128
1160
1184
1200
1216

Other Profiles

36

47
52
5

60
64
65

72

75
76
78
79
80

82
85
89
90
95

97
98
100
103
105

106
107
110
112
114

115
120
122
125
130

132
133
135
137
140

141
145
148
150
152

1224
1248
1256
1264
1280

1304
1328
1344
1360
1400

1424
1440
1520
1552
1584

1600
1680
1696
1728
1760

1800
1904
1936
2000
2080

2104
2240
2248
2272
2400

2504
2600
2800
3280

Double Sided in pitches

153
156
157
158
160

163
166
168
170
175

178
180
190
194
198

200
210
212
216
220

225
238
242
250
260

263
280
281
284
300

313
325
350
410

D5M, D8M, D14M, DS8M

STD® Profile in pitches

S3M, S5M, SBM, S14M

Also in High Power
OMEGA HP
(S5MHP, S8MHP)

r

966
1092
1190
1344
1400

1456
1512
1610
1680
1778

1890
2100
2310
2450
2590

69 2800 200
78 3150 225
85 3360 240
96 3500 250
100 3850 275
104 4326 309
108 4578 327
115
120
127
135
150
165
175
185

Optibelt pulleys also available to suit

7,
%

Open ended lengths

Supplied in 30m rolls or cut to length.

Available in sizes:

3M in Widths 6, 9, 15, 20 mm

5M in Widths 6, 9, 10, 15, 20, 25,
30 mm

8M in Widths 10, 15, 20, 25, 30 mm

High Power OmegaHP version availab-
le on request
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OPTIBELT CLASSICAL TIMING BELTS
optibelt ZR

67,06
91,44
109,73
111,76
113,79

115,82
117,86
121,92
123,95
136,14

138,18
142,24
144,27
146,30
152,40

154,43
160,53
162,56
166,62
168,66

170,69
172,72
178,82
182,88
184,91

186,94
191,01
193,04
197,10
203,20

205,23
207,26
209,30
213,36
215,39

217,42
219,46
223,52
227,58
229,62

231,65
233,68
243,84
247,90
249,94

254,00
256,03
264,16
268,22
272,29

106

107
108
110
112
113

114
115
120
122
123

125
126
130
132
134

Total belt thickness h_ [mm] ~ 1.14

Tooth pitch t [mm]
Tooth height h, [mm]

274,32
282,45
284,48
288,54
298,70

300,74
304,80
310,90
323,09
325,12

335,28
345,44
355,60
365,76
373,89

386,08
396,24
406,40
449,07
457,20

479,55
503,94
505,97
510,03
520,19

544,58
568,96
605,54
629,92
640,08

680,72
705,10
731,52
741,68
812,80

881,89
920,50
940,82
1011,94
1026,16

135
139
140
142
147

148
150
153
159
160

165

175
180
184

190
195
200
221
225

236
248
249
251
256

268
280
298
310
315

335
347
360
365
400

434
453
463
498
505

2.032
0.51

152,40
177,80
203,20
218,44
223,52

228,60
233,68
238,76
243,84
248,92

254,00
259,08
269,24
274,32
279,40

284,48
294,64
299,72
304,80
314,96

320,04
325,12
330,20
340,36
345,44

350,52
355,60
360,68
375,92
381,00

396,24
406,40
411,48
421,64
426,72

431,80
441,96
447,04
452,12
457,20

462,28
467,36
477,52
482,60
487,68

492,76
497,84
508,00
533,40
558,80

2.30
5.08
1.27

3.60
9.525
1.91

430 11.20 15.70

12.70 22225 31.75

229 635 953
584,20 115
609,60 120
619,76 122
629,92 124
635,00 125
660,40 130
685,80 135
690,88 136
695,96 137
711,20 140
726,44 143
736,60 145
751,84 148
762,00 150
777,24 153
787,40 155
802,64 158
812,80 160
817,88 161
838,20 165
863,60 170
873,76 172
889,00 175
914,40 180
965,20 190
970,28 191
985,52 194
990,60 195
995,68 196
1046,48 206
1051,56 207
1097,28 216
1102,36 217
1112,52 219
1168,40 230
1264,92 249
1285,24 253
1305,56 257
1473,20 290
1600,20 315

S3NRA
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OPTIBELT CLASSICAL TIMING BELTS
optibelt ZR

276,23 29 584,20 46 2082,80 164 1289,05 58
314,33 33 609,60 48 2159,00 170 1422,40 64
381,00 40 647,70 51 2184,40 172 1600,20 72
419,10 44 685,80 54 2286,00 180 1778,00 80
428,63 45 711,20 56 2413,00 190 1955,80 88
438,15 46 762,00 60 2540,00 200 2133,60 96
476,25 50 787,40 62 2794,00 220 2489,20 112
514,35 54 800,10 63 2844,80 224 2844,80 128
533,40 56 812,80 64 2895,60 228 3200,40 144
571,50 60 838,20 66 2921,00 230 3556,00 160
590,55 62 850,90 67 3175,00 250 3911,60 176
600,08 63 863,60 68 3556,00 280 4445,00 200
609,60 64 889,00 70 4318,00 340
647,70 68 914,40 72
657,23 69 939,80 74
666,75 70 952,50 75
685,80 72 990,60 78
723,90 76 1016,00 80
762,00 80 1041,40 82
819,15 86 1066,80 84
876,30 92 1092,20 86
914,40 96 1143,00 90
933,45 98 1181,10 93
952,50 100 1219,20 96
990,60 104 1244,60 98
1028,70 108 1295,40 102 1778,00 56
1066,80 112 1320,80 104 2032,00 64
1076,33 113 1346,20 106 2286,00 72
1085,85 114 1371,60 108 2540,00 80
1104,90 116 1422,40 112 3048,00 96
1114,43 117 1447,80 114 3556,00 112
1143,00 120 1473,20 116 4064,00 128
1152,53 121 1524,00 120 4572,00 144
1219,20 128 1600,20 126
1295,40 136 1651,00 130
1333,50 140 1676,40 132
1371,60 144 1701,80 134
1524,00 160 1727,20 136
1600,20 168 1778,00 140
1676,40 176 1828,80 144
2075,18 218 1854,20 146
1905,00 150
1955,80 154 <
2032,00 160 _ j
2057,40 162 :
Other Profiles Open ended lengths

Supplied in 30m rollsor cut to length.
DXL, DL, DH

' Double Sided in pitches '
Available in sizes:
Ji’ mk MXL in width 025 (0.25")
P\ | /4 1
3 _I ‘ XL in Width 025,031, 037, 050

A L in Width 037, 050, 075, 100
H in width 050, 075, 100, 150, 200
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OPTIBELT POLYURETHANE TIMING BELTS
optibelt ALPHA

74

- 3 T2,5 2.5 0,70 1,30 1,50
‘? e T5 5.0 1,20 2,20 265

‘ ‘ T10 10,0 2,50 4,50 5,30

i

120 48 165 33 690 138 260 26 1460 146
145 58 185 37 700 140 320 32 1500 150
160 64 200 40 720 144 350 35 1560 156
177,5 71 215 43 725 145 370 37 1600 160
180 72 220 44 750 150 400 40 1610 161
200 80 225 45 780 156 410 41 1700 170
210 84 245 49 800 160 440 44 1750 175 =
230 92 250 50 815 163 450 45 1780 178 =
245 98 255 51 840 168 500 50 1800 180 A
265 106 260 52 850 170 530 53 1880 188
277,5 111 270 54 860 172 550 55 1960 196
285 114 275 55 900 180 560 56 2250 225
290 116 280 56 940 188 600 60
305 122 295 59 990 198 610 61
317,5 127 300 60 1000 200 630 63
330 132 305 61 1075 215 650 65
342,5 137 320 64 1100 220 660 66
380 152 325 65 1115 223 690 69
420 168 330 66 1140 228 700 70
480 192 340 68 1215 243 720 72
500 200 350 70 1315 263 750 75
540 216 355 71 1350 270 780 78
600 240 360 72 1380 276 800 80
620 248 365 73 1440 288 810 81
650 260 375 75 840 84
780 312 390 78 850 85
915 366 400 80 880 88
950 380 410 82 890 89
420 84 900 90
425 85 910 91
430 86 920 92
440 88 950 95
445 89 960 96
450 90 970 97
455 91 980 98
460 92 1000 100
475 95 1010 101
480 96 1050 105
500 100 1080 108
510 102 1100 110
525 105 1110 111
545 109 1140 114
550 110 1150 115
560 112 1200 120
575 115 1210 121
590 118 1240 124
600 120 1250 125
610 122 1300 130
620 124 1320 132
625 125 1350 135
630 126 1390 139
640 128 1400 140
650 130 1420 142
660 132 1440 144

675 135 1450 145
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Ask us a question

OPTIBELT POLYURETHANE TIMING BELTS
optibelt ALPHA

74

“@q— 1 : :
T it
‘U U AT5 5,0 1,20 2,70 2,50

? ‘ F ‘ AT10 10,0 2.50 5,00 5,00

&
'

225 45 860 172 500 50 1150 115
255 51 975 195 530 53 1200 120
280 56 1050 210 560 56 1210 121
300 60 1125 225 600 60 1250 125
340 68 1500 300 610 61 1280 128
375 75 660 66 1300 130
390 78 700 70 1320 132
420 84 730 73 1350 135
450 90 780 78 1360 136
455 91 800 80 1400 140
500 100 840 84 1420 142
545 109 890 89 1480 148
600 120 920 92 1500 150
610 122 960 96 1600 160
660 132 980 98 1700 170
710 142 1000 100 1720 172
720 144 1010 101 1800 180
750 150 1050 105 1860 186
780 156 1080 108 1940 194
825 165 1100 110
Other Profiles: Double Sided DT2.5, DT5, DT10 Classical MXL, XL, L
optibelt ALPHA LINEAR & V (JOINED)
Polyurethane Timing Belts supplied open ended or joined to any length (multiple of pitch).
Available with steel reinforcing cords as standard or Aramid cords for rust free applications.
T5*  6,8,10,12, 16,20,25,32,50 XL 3'53367'94; 9:53;12,70;19,05;
T10* 10, 12, 16, 20, 25, 32, 40, 50, 75, L 9,53;12,70; 19,05; 25,40; 38,10;
100 50,80
T20 2552 40,50, 75, 100 H o 127019.0525.40;38,10 5080,

AT5* 6,8,10, 16, 25,32,50,75,100 XH 25,40; 50,80; 76,20; 101,60

AT10* 16, 25, 32, 50, 75, 100, 150 5M 10,00; 15,00; 20,00; 25,00; 50,00
20,00; 25,00; 30,00; 50,00;
AT20 25, 32,50, 75, 100, 150 8M 85.00- 100,00
*Available with tracking guides K6,/K13 14M %gb?gb??éoo(),bgs'oo'. R
optibelt ALPHAFLEX optibelt ALPHA SPECIAL
Truly Endless PU Timing Belts. Adapted timing belts
lengths from 1500 mm to =Y optibelt ALPHA LINEAR, V & FLEX
12,000 mm in increments of tooth = belts can be supplied with a wide
. pitch. variety of backings, attachments

and machines profiles to suit a
variety of conveying and handling
operations.

Reinforced with steel cords for

1 heavy duty conveying and motion

control applications.
Available in Profiles : T5, T10, T20,
AT5, AT10, AT20, 5M, 8M, 14M



mailto:hwsales@bearingtraders.com?subject=Enquiry from the Engineers Toolkit&body=Hi, I'd like to know more about...

OPTIBELT RIBBED BELTS

optibelt R

698
735
762
813
858

864
886
955
965
975

990
1016
1080
1092
1096

1168
1194
1200
1222
1230

1262
1270
1285
1290
1301

1309
1316
1321
1333
1371

1397
1439
1475
1600
1854

1895
1915
1930
1956
1992

2083
2155

27,50
28,90
30,00
32,00
33,80
34,00
34,90
37,60
38,00
38,40
39,00
40,00
42,50
43,00
43,10
46,00
47,00
47,20
48,10
48,40
49,70
50,00
50,60
50,80
51,20
51,50
51,80
52,00
52,50
54,00
55,00
56,70
58,10
63,00
73,00
74,60
75,40
76,00
77,00
78,40
82,00
84,80

280
330
356
362
381

406
414
432
457
483

508
559
584
610
660

711
723
737
762
813

836
864
914
955
965

1016
1092
1105
1110
1123

1130
1150
1168
1194
1200

1222
1244
1262
1270
1285

11,00
13,00
14,00
14,30
15,00
16,00
16,30
17,00
18,00
19,00
20,00
22,00
23,00
24,00
26,00
28,00
28,50
29,00
30,00
32,00
32,90
34,00
36,00
37,60
38,00
40,00
43,00
43,50
43,70
44,20
44,50
45,30
46,00
47,00
47,30
48,10
49,00
49,70
50,00
50,60

1301
1309
1316
1321
1333

1355
1371
1397
1428
1439

1475
1549
1600
1651
1663

1752
1780
1854
1895
1910

1915
1930
1956
1965
1981
1992
2083
2155
2210
2337

2489

51,20
51,50
51,80
52,00
52,50
53,40
54,00
55,00
56,20
56,70
58,10
61,00
63,00
65,00
65,50
69,00
70,00
73,00
74,60
75,20
75,40
76,00
77,00
77,40
78,00
78,40
82,00
84,80
87,00
92,00
98,00

630
648
698
730
775

800
812
830
865
875

890
913
920
940
954

962
990
1015
1080
1090

1125
1150
1165
1190
1200

1222
1230
1245
1270
1285

1290
1321
1330
1345
1371

1397
1439
1460
1520
1560

s [mm]

h [mm]
24,80 1570
25,50 1600
27,50 1655
28,70 1690
30,50 1755
31,50 1854
32,00 1885
32,70 1930
34,00 1956
34,50 1980
35,00 2030
36,00 2050
36,20 2080
37,00 2120
37,60 2145
37,80 2170
39,00 2235
40,00 2255
42,50 2362
43,00 2460
44,30 2515
45,30 2845
45,90
46,80
47,20
48,10
48,40
49,00
50,00
50,60
50,80
52,00
52,40
53,00
54,00
55,00
56,70
57,50
59,80
61,40

1,60

2,50

61,80
63,00
65,20
66,50
69,10
73,00
74,20
76,00
77,00
78,00
79,90
80,70
82,00
83,50
84,40
85,40
88,00
88,80
93,00
96,90
99,00
112,00

2,34
3,50

954 37,50

991 39,00
1075 42,30
1194 47,00
1270 50,00
1333 52,50
1371 54,00
1397 55,00
1422 56,00
1562 61,50
1613 63,50
1664 65,50
1715 67,50
1764 69,50
1803 71,00
1841 72,50
1943 76,50
1981 78,00
2020 79,50
2070 81,50
2096 82,50
2134 84,00
2197 86,50
2235 88,00
2324 91,50
2362 93,00
2476 97,50
2515 99,00
2705 106,50
2743 108,00
2845 112,00
2895 114,00
2921 115,00
2997 118,00
3086 121,50
3124 123,00
3289 129,50
3327 131,00
3492 137,50
3696 145,50

3,56

4,60

4051
4191
4470
4622
5029

5385
6096

4,70

7,00

159,50
165,00
176,00
182,00
198,00

212,00
240,00

2286
2388
2515
2693
2832
2921
3010
3124
3327
3531

3734
4089
4191
4470
4648
5029
5410
6121
6883
7646

8408
9169
9931
10693
12217

13741
15266

OPTIBELT INSTALLATION & MAINTENANCE TOOLS

Even premium quality OPTIBELT belts will not perform if they are incorrectly installed.

9,40

13,00

90,00
94,00
99,00
106,00
111,50

115,00
118,50
123,00
131,00
139,00

147,00
161,00
165,00
176,00
183,00

198,00
213,00
241,00
271,00
301,00

331,00
361,00
391,00
421,00
481,00

541,00
601,00

Two of the biggest contributing factors towards premature belt failure and poor energy efficiency are incorrect belt
tension and pulley misalignment.

OPTIBELT installation & maintenance tools including the Optical or Acoustic tension testers or laser pulley alignment tool
make correcting these problems a quick and straight forward job, and one which can result in significant cost savings
and improved reliability.

S

Optical tension tester

Laser pulley aligner

Acoustic tension tester

Service Box

S3NRA
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Ask us a question

ARE YOUR BELT DRIVES OPTIMISED? *

Optibelt are a German based, globally present, manufacturer of
drive belts. We only manufacture premium quality products which,
we believe, offer the ultimate in performance and value to the user.

”Precision for your drive®

Norbert, 42, Foreman

Quiet running Timing belts which
can transmit up to 250 % more
power using standard pulleys.

V)
RED POWER ’

V-Belts which can run at 97 %
efficiency without any maintenance
throughout their service life.

Increased Productivity

Reduced Energy Consumption

Exceptional Reliability optibelt
|

-/

Lower Replacement Costs

w ©
“W.opribett-<°

Reduced Maintenance Costs
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Ask us a question

MATERIAL HANDLING
ALPHA

iil

POLYURETHANE TIMING BELTS |

FIRST CLASS PRODUCTS FOR FLEXIBLE DRIVE -
SOLUTIONS AND CONVEYANCE CHALLENGES

S3NRA

“1t’s matter of trust.”
Paul, 46, Chief engineer

optibelt ALPHA FLEX

e Length range from approx. 1500 mm to
24,000 mm

e Optional with polyamide fabric on the teeth

e Direct weld on of cleats and guides possible

.

optibelt ALPHA LINEAR

e High tension force with low elongation

2

e e High positioning accuracy
e Optional design includes high flexible steel,

aramid and stainless steel tension members

optibelt optibelt
ALPHA FLEX ALPHA LINEAR
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S a question

—
High Performance Composite /ﬂWEII,_l!EIL-;f/llII ”
(HPC) V-Belts NUTLINK SUPER P LINK

A quick to install, easy to inventory, permanent upgrade for conventional endless rubber
V-belts. Made from high performance polyurethane elastomers reinforced with multiple plies
of polyester fabric, Fenner Drives’ HPC V-Belts offer problem solving alternatives to V-belts
of classical and metric SP wedge cross-sections.

Keyless Locking Devices B=LOC Tl'all'tﬂl'Qlle®

The key to better machine design is no key at all! From gears to cams, propeller hubs
to grinding wheels, timing pulleys to conveyor rolls, the B-LOC and Trantorque family of
Keyless Locking Devices provides the ultimate solution to mount and position all kinds
of components effortlessly.

Polyurethane Belting & O-Rings

®
POLYURETHANE BELTING & O-RINGS

The most comprehensive range of polyurethane belting and O-Rings available, including Eagle®
Orange 85.All standard V-, round and flat profiles are in stock, right here, right now, ready to go
to you. Our belts are easily made endless in the field with Fenner Drives welding kits. Custom
profiles, durometers and top surfaces are also our specialty.

Belt & Chain Tensioning Systems ngx @

ELT & CHAIN TENSIONERS

Automatically take up the slack with T-Max Belt and Chain Tensioners. Improve drive efficiency
and extend component life with proper tension.A variety of design and size options suitable for
a wide range of power transmission/motion transfer applications including RT3000 and RT4000
Series for single and multiple V-belt drives and other high-speed, heavy-duty applications.

Composite Idler Pulleys RJWEI"M@(

and Chain Sprockets PULLEYS & IDLERS

High strength, high performance glass-reinforced nylon makes our idler pulleys and chain
sprockets extremely durable yet light weight and corrosion resistant.A cost effective alternative
to conventional metal parts.Available in a wide range of stock sizes for V-, round, and flat belts
and industry standard pitch chains. Use with a T-Max Tensioner for an off-the-shelf drive
tensioning solution.

UHMW Belt & Chain Guides Trackstar

UHMW BELT & CHAIN GUIDES

Fight friction and extend belt or chain life with Trackstar UHMW guides.A wide variety of
standard profiles are available for all industry standard V-, round, and flat belts and single
and double pitch chains. Manufactured to exacting tolerances and always in stock ready
to ship to you today; whether one stick or a hundred, call us: we’ve got it!

35€ Fenner Drives

Page 90 Q
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V & Wedge Belts

N & Wedge belts are available in both wrapped and cogged raw edge constructions, they are oil anh
heat resistant and meet ISO 1813 for static conductivity, also available banded and hexagonal making
them truly universal.

Range;

Z,A, B,C,D,E,AA, BB & CC (V wrapped)

AX, BX, CX, AVX10 & AVX13 (V raw edge cogged)

SPZ, SPA, SPB & SPC (wedge wrapped)

SPzZX, SPAX, SPBX & SPCX (wedge raw edge cogged)

A, B, C, SPZ, SPA, SPB, SPC, 3V, 5V & 8V (V & wedge wrapped banded)

V & Wedge belts conform to all ISO, DIN, BS & ASAE International standards.

Part number: A X 50 Part number: SPZ 1000
Belt Size Belt Pitch
Section E;g:; in Section Length
Cogged Inches In mm

/
)

V & Wedge Belt Pulleys

/

G—Pulleys are manufactured according to ISO 4183 and DIN2211-3 norms and are made from cast iron\
EN-GJL-200 UNI EN 1561 and phosphate.

Range;

SPZ (50 - 630mm pitch dia) 1 - 6 grooves
SPA (75 - 800mm pitch dia) 1 - 6 grooves
SPB (112 - 1000mm pitch dia) 1- 10 grooves
SPC (200 - 1250mm pitch dia) 3 - 10 grooves

Both pilot & taper bored options and available and are designed for use with both standard Vee and
Wedge belt sections.

All V-pulleys are statically balanced and suitable for peripheral speeds up to 35mtrs/sec.

Part number: SPZ 125 x 2 (1610)

AN

Belt Pitch No.of  Taper
Section Diamm Grooves Bush

Fitting MEDWAY®
N /

=
=2
g'—'u
23
ey
Z5
ad
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Ask us a question

Poly V Belts

ﬁoly-v belts also known as “Ribbed belts” are ideally suited for high speed or high ratio applications\
They offer smooth, vibration free performance, in a single compact drive, which is resistant to heat and
abrasion so leading to a longer service life and meet ISO 1813 for static conductivity.

Range;

H section (1.60mm pitch)
J section (2.34mm pitch)
K section (3.56mm pitch)
L section (4.70mm pitch)
M section (9.40mm pitch)

Poly-V belts conform to ISO9982, DIN7867 & ASA S 211.5

Part number: 1016 J 4

Belt Belt No. of
Length Section Ribs
in mm Wide

/
~

Poly V Belt Pulleys
)

Goly V-Pulleys are manufactured according to ISO 4183 and DIN2211-3 norms and are made from cash
iron EN-GJL-200 UNI EN 1561 and phosphate.

Range;

J section (20 - 400mm pitch dia) 4 - 6 - 8 & 12 grooves

K section (limited range)

L section (80 - 630mm pitch dia) 6 - 8 - 10 - 12 - 16 & 20 grooves
M section (180 - 710mm pitch dia) 6 - 10 - 16 & 20 grooves

Both pilot & taper bored options and available and are designed for use with standard width poly-V belt
sections.

All Poly V-pulleys are statically balanced and suitable for peripheral speeds up to 35mtrs/sec.

Part number: 160 J 12 (2517
TN

Pitch  Belt No of Taper

Dia Section G Bush
ia Section Grooves Fi’:’:i?]g M E D AY®
o /
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» Timing (Synchronous) Belts

quieter operations than ever before; they provide a positive drive by the meshing of belt teeth with the
grooves of mating pulleys and eliminate belt slip.

They are oil and heat resistant and meet ISO 1813 for static conductivity, full anti-static options are
available.

Range;

XL, L, H & XH (classical sections)
3M, 5M, 8M & 14M (HTD sections)
T2.5, T5 & T10 (Metric pitch sections)

Timing (Synchronous) belts conform to all ISO, DIN, BS & ASAE International standards.

Part number: 800 - 8M - 30

VR

Belt Belt Belt
Length Section Width
in mm in mm

ﬁming (Synchronous) drive belts today can provide more HP/KW, higher torque, lower speeds anh

)
~
Timing Belt Pulleys

/

Gming (Synchronous) Pulleys are manufactured from either cast iron EN-GJL-200 UNI EN 1561,\
Aluminium 6082 T6 UNI 9006/4 or Steel C45 E UNI EN 10083-1.

Range;

MXL - XL-L -H-XH & XXH sections
3M - 5M - 8M - 14M & 20M sections
T2.5-T5 & T10 sections

Both pilot & taper bored options are available in a wide range of standard widths and are designed for
use with both standard synchronous & high power belt sections.

Not all timing pulleys are statically balanced but are suitable for peripheral speeds up to 35mtrs/sec.

Part number: 44 - 8M - 30 F (2012)

[T 7\ "\

No. of Pitch Belt Flanged Taper
Teeth Width Bush

Fitting M E DWAY®
o )
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